Garwood International

Full width rear loading compactor.
Capacities of 12/13/15 cubic metres.

Hopper suitable for hand loading, MGB plastic bins
and bulk steel bin loading.

Fast cycle time for high volumetric efficiency.
Quiet operation - runs at low engine RPM.

Choice of control systems - hydra command push
button or full hydraulic lever operation.

Environmental protection equipment including
in-built sullage tanks to prevent leakage.

Optional high pressure water blaster cleansing sysin
driven from compactor hydraulics.



Medium sized rear loading refuse compactor

The big brother to the COMPACT sharing all the dasand engineering
advantages but in a larger capacity form.

Ranges of sizes available in Powapact are 12/1&{bks metres.

Powapact relies on high volumetric efficiency tadi@ incoming materials
quickly. The compactor cycle time is a fast 20 s&s0

Unlike the USA designed equipment
which utilizes larger, much heavier
weight tailgates working at 28 - 30
second cycle times, Powapact relies
on speed of operation for its
efficiency. The lighter weight
achieved by use of high tensile steel
allows for higher payloads.

By this means, much excess,

unnecessary weight can be deleted from

the tailgate and make thBowapact

suitable for use with 4 x 2 chassis. Also
by use of the “Clean Skin” body design and consibacthe combined all up
weight of Powapacts less than its competitors which results in @xtayload
capacity on smaller GVM trucks.

Powapactis the quietest compactor on the market. In spit¢he fast cycle
times thePowapactcan operate at engine idle speed which meansnl@ss
intrusion for operators and residents.

Garwood cleans the World
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